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Specification Sheet

Project Name: 

Specifier Name & Location: 

Quantity/Type: 

Shadow Drum 18" Surface Mount | SM2092

Juxtaposing a translucent shade layered over a diffusing
Lumenate® shade for vivid yet subtle lighting.

Included:

Welded steel/aluminum
Mounts to standard J-box
Suitable for damp locations
Two washable diffusers
LBW etched white acrylic inner bottom lens

Weight: 6 lbs

Made In America

Finish View Choices

F11 White
F10 Hammered Copper
F8 Steel
F7 Bronze
F6 Brass
F5 Copper
F4 Earth
F3 Black
F2 Chrome

Outer TransLumenate® Diffuser View Lumenate®

Inner Lumenate® Diffuser View choices on website
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Lamping

L411-LED 2140 Source Lumens 21W (0-10V 1%
UNV or 120V Phase)
INC 1/Med. Base (lamp not included), Ketra ready

Color Temperature

†CCT 3000K Dim-Warm
CCT 2200K CRI 90
CCT 2700K CRI 90
CCT 3000K CRI 90
CCT 3250K CRI 90
CCT 3500K CRI 90
CCT 4000K CRI 90
CCT 5000K CRI 90

Voltage

120V
277V
347V (CFL Only)

+Options

Bottom Lenses

LBA2 - applied Lumenate® bottom lens
LBY2 - bottom lens metal perf.

LED

†BTW - Bluetooth Wireless Dimming
†ELDO - eldoLED Dimming (requires 2.28” deep
canopy)
†LUT - Lutron EcoSystem (requires 2.28” deep
canopy) 1% SoftOn/FTB
EMR - Remote emergency battery backup

Revit Files

SM2092.rfa

Lumetta Revit Materials Library.zip

Lumetta Revit Readme.txt
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